AD Enclosure - MIS8 MIS

Search and Secure Procedure MI8.V1.0

Interlock
Box #1

Interlock ™
Box #6

810

o~
(2% Interlock

A nterg)sck gltefg):k %\Box #2
8427 (5) g-B% ox 818\\g
— ® //®(
- \\\,\\\ 835 Interlock 823 /////// ///
_ = Box#3 & —
o ® _ gog|[ Box#3 -

1) “A” and “B” enter the MI8 line from the MI8 Service Building.

2) “A” and “B” travel upstream to Interlock Box #1 and reset it.

3) “A” and “B” sweep the tunnel to Interlock Box #2. If the mini loop
is made up, they reset Box #2. Else, “B” holds while “A” checks
the stairwell and resets Box #2A. “A” exits the stairwell and resets
Box #2.

4) “A” and “B” sweep the tunnel to Interlock Box #3. If the mini loop
is made up, they reset Box #3. Else, “B” holds while “A” checks
the stairwell and resets Box #3A. “A” exits the stairwell and resets
Box #3.

5) “B” holds while “A” sweeps the tunnel to Interlock Box #4. “A” Resets
Box #4 and joins “B”.

6) “A” and “B” sweep the tunnel to Interlock Box #5. If the mini loop
is made up, they reset Box #5. Else, “B” holds while “A” checks
the stairwell and resets Box #5A. “A” exits the stairwell and resets

— Box #5.
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